
Assembly Instructions
Decking - 21 x 145 mm

Installation: Install Elephant® decking boards using 
Elephant® mounting clips.

Recommended substructure: Use hardwood joists 
measuring 4.5 x 6.8 cm or 4.5 x 9 cm. Always in-
stall them on their side, with the 4.5 cm side facing 
upward.

Application on garden soil: When installing direct-
ly on garden soil, always use ground stakes (4 x 
4 cm) secured to the joists with carriage bolts, or 
place paving slabs of at least 30 x 30 cm under the 
joists as a foundation. Level the ground, remove 
weeds, and use weed control fabric to prevent 
new growth as much as possible.

Drainage: Ensure the deck has a slight slope of 
approximately 2 mm per linear meter in the longi-
tudinal direction to allow rainwater to run off.

Sawing: Use a fine-tooth saw blade to cut the 
decking boards to size.

Distance to walls/obstacles: Maintain a minimum 
distance of 2 cm between the ends of the decking 
boards and walls or other obstacles. Both ends 
of the boards may extend a maximum of 2.5 cm 
beyond the first and last joist. Always use double 
joists at the beginning and end of the deck.

Wood movement: To accommodate the longitudi-
nal expansion of the boards, stagger the boards in 
the length of the deck. Maintain an expansion gap 
of approximately 10 mm between board ends. Use 
extra joists to support both board ends.

Ventilation: Ensure adequate ventilation and avoid 
water accumulation underneath the deck.

Tip: Leave the decking boards 2 to 3 cm longer 
and trim them to the final length after installation 
using a circular saw for a clean finish.

1. Substructure with paving slabs: Lay the slabs 
precisely with 40 cm spacing center-to-center. 
Place the joists in the center of each slab with a 
maximum spacing of 30 cm between joists (A1 & 
A2). Maintain a 2.5 cm clearance between the joists 
and obstacles. A second layer of joists is placed on 
top and fastened to the first layer. The first layer 
serves only for support and should not be used for 
structural purposes.

2. Substructure with ground stakes: Use a string 
line to accurately determine the position of the 
joists. Place a stake (4 x 4 cm) every 50 cm along 
the line at the desired height.

Ensure the stake is inserted at least one-third into 

the ground, with a minimum of 50 cm. Secure the 
joists to the stakes with M8 carriage bolts (pre-drill 
with 9 mm). Repeat this process for each joist, 
keeping a maximum spacing of 30 cm between 
joists (B1 & B2).

Decking board installation: Install the outer deck-
ing boards using the start/end clips. Place one 
clip per joist into the groove of the decking board. 
Ensure a snug fit but do not fully tighten the clips 
with the supplied screws yet. Pre-drill the joists 
before fastening the clips.

Next, install the following decking board and in-
sert an intermediate clip into the groove on each 
joist. Repeat this process until the entire deck is 
installed. After full installation, tighten all screws  
and clips (be mindful of the torque setting on  
your drill).

Important: Elephant® decking boards are suitable 
for use under normal conditions, provided the 
above installation instructions are followed. They 
are not suitable for load-bearing structures. Store 
boards flat to prevent warping, and do not install 
at temperatures below 7°C (45°F).
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